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ABSTRACT

Temperatures of plasmajets were measured by several
optical methods, and the results intercompared. Both spectrometric
and spectroradiometric methods were used. Argon and nitrogen plasma-
Jet temperatures were studied in particular detail. Large tempera-
ture gradients were observed in all the plasmajets studied. Spectra
of plasmas were measured in both emission and absorption over the
spectral range 0.37 to 5.0-9. Substantial emission was observed
throughout the entire region. All the plasmas proved to be optically
thick (measurable absorption) in the region 0.7 - 2.0-o and optically
thin (no absorption) in the region 0.37 - 0.7-44. An absorption-
emission method of temperature measurement (the IMRA method), used
in the absorbing region, and the single-line emission method, used
in the visible, optically thin region, gave average temperatures
along the optical path. The single-line measurements were always
weighted more toward the peak temperature, while the weighting of
the IMRA average varied with spectral wavelength, remaining con-
sistently below the peak. The equivalence of the IMRA and single-
line methods was shown for the limit of low absorption.

Radial temperature profiles in an argon plasmajet were
studied by means of an Abelian integral inversion of lateral emission
profiles measured for optically thin spectral lines. The results
were compared to single-line temperatures measured along various
chords through the plasmajet. The results of the two types of
measurement were almost identical for short optical paths. For long
paths the Abelian inversion gave consistently higher results, re-
flecting the large temperature gradient along the path. IMRA
temperatures along a fixed path through the plasmajet varied with
wavelength, reflecting the radial temperature profile.

A considerable amount of infrared absorptance was observed
in a non-luminous region surrounding the visible plasmajet. Argon
plasmajet temperatures ranged from 14,300 0K down to 80000 K in the
visible plasmajet, and from 80000 K to as low as 30000 K in the non-
luminous zone. Nitrogen plasmajet temperatures ranged from less
than 6000OK to 10,9500 K on the axis. In an argon seeded nitrogen
plasma close agreement was obtained between temperatures determined
from the line intensities of atomic nitrogen and argon. The tempera-
ture from the argon line was based on an absolute intensity measure-
ment, whereas the relative intensities of the nitrogen lines
(Boltzmann plot) were used to determine the nitrogen temperature.
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INFRARED SPECTRA AND TMPERATURES OF PLASMAJETS. II.
SPECTROMETRIC AND SPECTRORADIOMETRIC MEASUREMENTS

OF PLASMAJET TEMPERATURE DISTRIBUTIONS.

Lowell R. Ryan, Harold J. Babrov, and Richard H. Tourin

SECTION I.

INTRODUCTION

Infrared radiation of plasma arcs and plasmajets is of
current interest because of its relation to heat transfer applica-
tions of plasma, fundamental studies of energy exchange in plasmas,
and similar areas of research. Infrared techniques have proven
particularly useful in plasma temperature measurements and their
interpretation. Infrared emission and absorption spectra of
argon, helium, and nitrogen plasmajets were measured in this
laboratory (i-•)*, and temperatures were determined by the infra-
red monochromatic radiation (IMRA) method (_,5).

The measurement of plasmajet temperatures is hardly a
straightforward, r 8 utine task6  The lack of temperature standards
in the range 3,000 K - 20,000 K makes it difficult to precisely
define plasmajet temperatures or to determine absolute accuracy.
In addition, plasmajets are never in complete thermal equilibrium.
For this reason, one cannit readily specify the temperature of a
plasmajet by a single number. The work described in this report
was undertaken to help elucidate these problems. The consistency
of plasma temperature measurements was studied by intercomparing
several optical methods to measure plasma temperatures. While
this did not eliminate the need for standards, it did help us to
evaluate the measurement methods and to gain confidence in the
results. The equilibrium problem was studied mainly in terms of
radial temperature distributions in a plasmajet, measured by
various methods. In this approach, one thinks of an inhomogen-
eous plasma as a series of relatively isothermal regions, each of
which is in equilibrium. This is a mild sort of non-equilibrium;
it is commonly symbolized LTE (Local Thermodynamic Equilibrium).
With the aid of the LTE concept, it is quite reasonable and useful
to measure plasma arc and jet temperatures. The existence of LTE
is well-eStablished for plasmas at pressures near atmospheric, at
which the present work was done.

* Underlined numbers in parentheses refer to references listed at
the end of this report.
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All the methods of temperature determination used in
this work involve an emission measurement along a chord through
the plasma. Such a measurement, called "lateral emission", con-
tains contributions from zones of different temperature. If the
temperature gradient along a chord is large, the temperature cal-
culated from the measured lateral emission will usually lie some-
where between the temperature extremes along the chord being ob-
served. If the temperature distribution is radially symmetrical,
with the highest temperature at the plasma axis, and if the plasma
is non-absorbing (optically thin), then the lateral emission dis-
tribution, i.e. the emission measured along a series of parallel
equidistant chords, can be transformed into a radial intensity dis-
tribution (and hence a radial temperature distribution) by means of
an Abelian integral inversion (6). If radial symmetry does not
prevail, or if the plasma is measurably absorbing (optically thick),
the Abelian integral inversion cannot readily be applied*.

The plasma temperature studies described in this paper
were based on emission and absorption spectra of argon, ni.trogen,
hydrogen, helium, and air plasmas, in the spectral region 0.37 -
5.0-1.t Most of the data were obtained in the 0.37 - 1.5-, spectral
region. The plasmas studied were usually optically thin in the
visible and ultraviolet regions, while optically thick in the infra-
red.

SECTION II.

TEMPERATURE MEASUREMENT METHODS: THEORY

A. General

The methods we used to measure plasmajet temperatures may
be grouped conveniently in two classes: spectrometric methods, which
are based upon specific spectral features such as line shape, line
width, intensity of a spectral line, etc.; and spectroradiometric
methods, which depend upon the quantity of radiation at a given
wavelength, but are independent of specific spectral features. Spec-
trometric methods apply to plasmas which are optical!. thin, where
errors due to self-absorption are negligible. Spectroradiometric
methods require that the plasma be measurably absorbing, or "opti-
cally thick". The Appendix contains a proof that in the limit as
absorption goes to zero, a spectrometric method - the "one-line"
method - and a spectroradiometric method - the IMRA method - are
equivalent. This is a very useful fact, as we shall see later.

* However, reference 7 describes an experiment whereby a modified
form of the Abelian integral inversion may be applied if the
absorption is weak.
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B. Spectrometric Methods

1. The "one-line" method.

For an optically thin plasma, the expression for the
integrated radiance of a spectral line is

Iem - L h NnAmhvnmerg sec- cm2 sr-I (i)

where the subscripts n and m refer to the upper and lower
energy states, respectively; A is Einstein's coefficient of
spontaneous emission (transititA probability), N is the number
denqity of atoms in state n, vi is the frequenc9 of the line in
cm L, L is the path length, an•mh and c are the usual constants.
Nn is given by the Boltzmann relation

Nn = n o e T 1o(2)
g0 9

where n is the number density of neutral atoms, gn and g are
the statistical weights of the upper state of the transi?ion
n--) m and the ground state, respectively; E is the energy of the
upper state, k is Boltzmann's constant and Tnis the absolute tem-
perature._1 Substituting Eq. (2) into Eq. (1), and substituting
vn -Xm ,we have

im he gn A. e-E/T (k)
em 0 90  rimx

If the wavelength X is expressed in microns and written X.
Eq. (3) can be writ~n A

-m l.82 x 1O"2° • no AT -2 -l
Iem n. 1,-n m  watts cm 2sr-, (4)

where the constants have been evaluated and the statistical
weight of the ground state set equal to unity, as is the case
for argon.

Equation (4) is useful only for spectral lines of
known transition probability A , The other quantities in Eq.
(4) are readily known or easil?'determined constants, with the
exception of the number density of neutral atoms no, which is a
function of temperature.
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The ideal gas law can be used to calculate n1 at temper-
atures whert ionization is negligible. (Argon ionization is about
1% at 9,3008K). An iteration procedure must be used: one first
assumes a temperature, calculates no from the ideal gas law, and
substitutes the calculated value of n back into Sq. (4) to calcu-
late the temperature. The process is continued until two succes-
sive calculations give the same result. This iteration converges
quickly, because n varies much more slowly with T than does the
exponential functi8n in Eq. (4).

At temperatures higher than about 10,000°K, the ideal gas
law is too inaccurate, and n0 must be determined from the Saha
equation (8):

nln_ .n,2 2(2l:ekT)3/2q1 eA-/T (5)
no 0w o " h3 m 3 

(5
where h, k and T have the usual meanings, n is the electron number
density, n1 is the ion number density, n it the neutral atom number
density, me is the mass of the electron, 0 Q is the partition function
of the ion, Q is the partition function oi the atom, and Ae is the
ionization engrgy. Reference 9 contains a tabulation of n from
5,000 K - 18,000"K for argon, calculated from the Saha equation From
the table of reference 9, ionization of argon is 0.02% at 7,000AK,
about 1% at 9,3000K, 2% at 10,000 K, and 10% at 12,O00•K.

The line emission I'rm, given by Eq. (4), increases with in-
creasing temperature until a Mixmum is reached at a temperature
which depends on the particular atomic line (10). The maximum oc-
curs when the effect of increasing temperaturW-on the excitation of
radiant emission is counterbalanced by the reduction in radiating
species concentration due to i~nization. For example, this tempera-
ture is 15,500-K for the 4158 X argon line (10). If the temperature
at the axis of the plasma is higher than thaT-for which line emission
is a maximum, the Fowler-Milne method, described in reference 10, is
preferable to the one-line method, because it requires only a mea-
surement of emission strength relative to the maximum, rather than
an absolute measurement. The Fowler-Milne method was not used here,
because the necessary condition was not fulfilled- the highest tem-
perature observed in the argon plasma was about I4,5000 K, whereas
any vi ible neutral argon line reaches maximum intensity very near
15,000TK.

2. The two-line method (11).

If the transition probability, statistical weight of the
upper state, energy of the upper state, and wavelength of each of
two atomic lines are known, it follows from Eq. (3) that

4



Il glAl X2 e-("l']C2)/M

where the subscripts 1 and 2 refer to the two spectral lines.

Taking logarithms, we have

Ig 1Ap 2] El'E2 (6

2 L-2A2X lj kT

In this case, one need not know the number density or path length,
which are required for the one-line method. Moreover, one can
use relative rather than absolute transition probabilities (12).
A disadvantage of this method is that the calculated temperaTure
is critically dependent upon the accuracy of the ratio of line
intensities if the difference in upper energy states is small
(say 1EI-E 2 1<O.4 ev).

3. Atomic Boltzmann Plot (13).

The extension of the two-line method to many lines is
called an atomic Boltzmann plot ("atomic" refers to the use of
atomic constants). Recalling Eq. (3),

nm hc n. gn AM ewE4/kT
'em Y ol, go Xnm

Let go " 1 and take natural logarithms,
nem nm

ln " ln(Lo -he
gn nm

Changing to base 10 and expressing En in units of lO3cm" 1 for
convenience in computation we get

log IX -65

where
C - ln(Lhon/L n)

and solving for T we have

log - c

When log I is plotted against E x 103cm 1, the temperature is

5



given by the reciprocal of the slope. The constant C is chosen

so as to express the ordinate in convenient units.

4. Molecular Bol-mann Plot (L4i).

If we assume the rigid rotator approximation, the expres-
sion for the intensity of a rotational line in a molecular vibration-
rotation band is

CIOM = (M (,+"lB J,~+l )ho/kT
'em - J~nleBJ

where C is a constant, v is the frequency in cm" 1 , J1 and J" are
the rotil~onal quantum numbers of the upper and lower states re-
spectively, B0 is the rotational constant for the upper state, Qq
is the rotational partition function, T is the absolute temperatre,
and h, c and k are the usual constants.

Taking logarithms, we have

Ism B'J J'+:l)hcIn U,,,+ A B XJ" AT

where A - Cemv 4 /A.

For the R branch of the molecule N2 +, this reduces to

Iem . A JI±l'lhc(8
in = A -(8)

The quantity in 2r is plotted against I J'(J0+l)hc,

and the temperature is given by the reciprocal of the slope.

Use of the rigid rotator approximation entails two
errors - that dr, to §eglect of higher order terms in the energy,
e.g. terms in J (J+1) , and that due to rotation-vibration interac-
tions (1,). No exact-Oalculalions have been made, but the effects
are probably negligible for N2  (16).

C. Spectroradiometric Methods

The methods described in the preceding section are
applicable to a plasma which is optically thin. Where there is
measurable absorption, these methods are no longer strictly valid,
because spectrometric methods assume that radiation emerging from
the plasma is the sum of the radiation emitted by each atom or

6



molecule along the optical path in the plasma. This condition
obviously is not fulfilled if the constituents of the plasma
show appreciable absorption at the radiation frequencies.

The presence of absorption allows the Kirchhoff relation
to be used:

W (T) b
WT7Y wxb(T) (9)

where W (T) is the measured Spectral emittance, is the measured
spectral absorptance, and W. (T) is the Planck fuAction,

w)b(T) - cl%-5(e C2/T_)-1

This principle of temperature measurement has been investigated
extensively and applied to gas temperature measurement in flames
and shock waves, as well as in plasmas , in a form referred
to as the infrared monochromatic radiation (IMRA) method.

Equation (9) holds for a homogeneous region in equili-
brium. When temperature gradients exist, the plasma as a whole
is no longer homogeneous. However, it is not necessary that
the entire plasma be in equilibrium for the IMRA method to be
valid, but only that local thermodynamic equilibrium (LTE) exist
within volumes whose dimensions are small compared with that of
the plasma as a whole. Emission and absorption measurements
across the plasma will contain contributions from all portions
of the plasma which lie along the optical path. The tempera-
ture determined from the emittance/absorptance measurements at
each wavelength is a weighted average of the temperatures along
the optical path. The variation with wavelength perhaps can
lead to a knowledge of the temperature profile along the path.
Such average temperatures are potentially useful to represent
the thermal state of the plasma as a whole. This subject is
currently under active study; much remains to be done to rea-
lize in practice the advantages of this method of plasma tem-
perature measurement.

SECTION III.

APPARATUS

A, Plasma jet Equipment

The plasma equipment used for the work described in
this report was substantially the same as that described in

7



reference 3, but a number of significant changes were made.

Figure 1 is a cross section of the plasmajet nozzle and
electrode. The arc is struck between the water-cooled tungsten
electrode and the inner surface of a water-cooled hollow copper
cylf~der. The gas to be studied is forced under pressure through
the annulus between the two electrodes, across which can be applied
various open circuit voltages (80v, 16v, and 320v were sufficient
f9r our purposes). For starting, a high frequency voltage (about
4,000v) is momentarily impressed between the electrodes, and a

self-sustaining arc is formed, after which the voltage between the
electrodes drops to about half the open circuit voltage. The are-
heated, partially ionized gas flows through the nozzle and emerges
from the orifice as a brilliant "flame". Two Thermal Dynamics
PLC-12.5 selenium rectifiers were added as power supplies. These
rectifiers are essentially Miller SRH-444 DC arc welding units,
which have been modified so that open circuit voltages of 80v,
160v, and 320v can be selected. Two nozzles, one of 7/32" I.D.
and the other of 5/16" I.D., were used in the work described in
reference 3 for all plasmas.

PLASMA
FLAME

COPPER
NOZZLE •INSERT

BODY _ COOLING
i WATE R

TUNGSTEN 
WATER

ANODEARANODE •REGION

S~GAS
f LOW

Fig. 1. Cross section of plasmajet nozzle.
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Figure 1 is a cross section of the 7/32" ID. nozzle.
More recently, special high enthalpy, laminar flow nozzles, which
produce a very stable flame, have become available for use with
argon and helium. The central portion of one of these nozzles
consists of a removable insert which can readily be changed in
case of burnout. If standard size high pressure cylinders are
used as gas supply for argon and helium, the plasma can be main-
tained for several hours, because the flow rates required with
these nozzles are considerably less than with the nozzles former-
ly used. For the air plasma, a special nozzle with a replaceable
insert of 3/16" throat diameter was used. Although a high flow
rate was required, the air plasma produced with this nozzle was
more stable than could previously be obtained. Because the air
plasma causes rapid erosion at the nozzle orifice, the readily
replaceable insert is a considerable advantage. It was found
that the air nozzle also produced a satisfactory nitrogen plasma
without erosion and with minimum likelihood of burnout. The
hydrogen plasma was produced with one of the older nozzles (7/32"
I.D.) used in the work reported in references 1 and 2. Because
standard size high pressure cylinders were used to supply the
hydrogen, and because a very high flow rate is required, the hy-
drogen plasma could be maintained for only about ten minutes.

The argon and helium plasmas appear very similar to the
eye. Each consists of an outer cone about 0.2" in diameter at
the base and about 1*" in height, and a more intense coaxial inner
cone of slightly smaller dimensions.

Power input and flow rate were adjusted so as to pro-
duce a plasma of maximum stability. In general, there is a range
of flow rates and power input for each gas which produce a suit-
able plasma. A particular combination of flow rate and power
input was selected for each gas, within this range. These oper-
ating conditions were as follows: argon - 400 amp, 25v (10 kw),
20 SCFH; helium - 300 amp, 48v (14.4 kw), 104 SCFH; hydrogen -
160 amp, 140v (20.8 kw), 1000 SCFH; nitrogen - 120 amp, 140v
(16.8 kw), 80 SCFH; air - 50 amp, 300v (15 kw), 250 SCFH.

B. Optical and Electrical Instrumentation

A schematic diagram of the optical system used is
shown in Fig. 2. The system consists of three separate units,
each having its own housing: the source unit, receiver unit, and
monochromator. Radiation from the source O (globar or tungsten
strip lamp) is reflected from flat mirror N to spherical It,
leaves the source unit through a hole in thK cover, and is!ocused
at the plasma. Radiation from this point (either from the source
or from the plasma) diverges and enters the receiver unit where it
is reflected from movable flat mirror M3 to spherical mirror N to
flat mirror N5 . The converging beam leaves the receiver Q

9



enters the monochromator, coming to a focus at the entrance alit.
The receiver unit also contains a standard strip lamp, used for
quantitative calibration of the plasm radiation. When the flat
mirror 1!, is rotated into the position ilndcated by the dashed
lines, radiation from the strip lamp in reflected from this mirror
and is focused on the entrance slit or the monochromator via M4
and I as before. The monoohromtor is a Perkin-3lmer Model 98;
the wdll-known optical path between thS entrance slit and the exit
slit Is shown in Fig. 2. When the 45 flat mirror M6is in place
behind the exit slit, radiation will be reflected to the ellipsoid
mirror N8 and focused on the bolomter detector, which replaced the
standard thermocouple. With the flat mirror Mr removed, the bean
diverges until it is reflected by spherical mlr~or K, which is
outside the monochromator, and focused on a PbS dete6tor. On oc-
casion, the flat mirror N was also replaced by a photomultiplier
(1P21) such that the radiltion emerging from the exit slit fell on
the sensitive surface.

C--1
ftt

Fig,. 2. Schematic of optical system.

The system contains two 90 cps choppers, Chl and Ch2,
one placed near the source and the other at a point just before the
beam leaves the receiver unit. Each chopper is mounted such that
the beam is intercepted at a point directly below the axis of the
blade. A small lamp and photo-pickup are mounted above the axis
on opposite sides of the blade. Thus, the lower blade begins to

10



chop the optical beam when the upper blade begins to chop the
beam to the photo pickup. The choppers modulate the radiation
beam, so that the detector outputs can be amplified by an AC
amplifier. By alternately using choppers 1 and 2 absorption
and emission of the plasma are measured independently. The
signal from the AC amplifier is synchronously rectified by means
of a synchroverter activated by the photo-pickup, and the DC out-
put is read on a strip-chart recorder. The assembly holding the
lamp and photo-pickup can be moved along an arc concentric with
the chopper blade, which allows the system to be phased. By re-
moving the shutter at the source and comparing the signal using
one chopper with that using the other, the two photo-pickup
assemblies can be phased such that the use of either chopper pro-
duces the same signal. There are two independent gain controls,
one used when the globar (or strip lamp) in the source unit is
the source of radiation, the other when the plasma or the calib-
rating strip lamp in the receiver unit is the source.

The plasma torch was mounted on a compound table, which in
turn was mounted on an elevator table. Thus, the plasma could be
moved along any of the three Cartesian coordinates. Motion in
the xy plane (horizontal) is provided by the compound table, and
motion in the z direction (vertical) is achieved with the elevator
table. The compound table is mounted such that one coordinate is
parallel to the optical axis; this coordinate is used only to fo-
cus the plasma. The plasma may then be traversed in a horizon-
tal plane perpendicular to the optical axis.

All plasmas were operated such that the plasma axis was
vertical. Since the monochromator slits were also vertical, the
a• es of the plasma image and the monochromator slits were always
parallel. Certain experiments cited in reference 3 showed that
a strong axial temperature gradient existed in the plasma. By
masking the entrance slit, the effective slit height was decreased
from iI to 1/6", thus reducing the temperature range due to axial
gradients.

SECTION IV.

MEASUREMENTS OF PLASMA SPECTRA

A. General

By a suitable choice of prism and detector, the spectral
region from 0.37 - 5.0-0 was studied. For the spectral region
0.37 - o.65-p a glass prism and 1P21 photomultiplier were used;
for 0.65 - 2.0-A a glass prism and lead sulfide detector; and
from 2.0 - 5.0-u a lithium fluoride prism and bolometer. The
0.37 - 1.5-u spectral region has the greatest line density and
line intensity, hence it is the region in which most observations
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were made. The 0.37 - 0. 6 5-1 region closely corresponds to the
visible region of the spectrum and is therefore referred to as the
"visible". The longer wavelength region is, of course, the "Infrared".

B. Visible Region (0.37 - O-g5-u)

1. Argon, Helium, Hydrogen hmission Spectra

Visible spectra of the neutral atom were identified for
each of the monatomic gases studied. No spectra of ionized species
were observed. Figure 3 is a tracing of the spectrum of a helium
plasma; the lines are those of the neutral helium atom. Jimilarly,
the argon plasma spectrum consists solely of neutral atomic lines.

A•A a AsM 0 .it As AG .s M .6 As

b *

iA

Sa;

.i - S -

Pig. 3. Spectrum of helium plasma.

The hydrogen spectrum consisted of the H, Hqj, Hf, and HS lines of
the Balmer series. The argon and heliiA spectra were taken under
varying conditions of flow rate and power input, at various heights
above the nozzle and under high amplification, but no lines were
seen at wavelengths corresponding to the strongest lines of the
ion spectra. It is therefore concluded that the population of
ions in excited states is negligible, but, as will be shown later,
this does not mean that the population of ions in the ground state
is negligible.
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2. Nitrogen Emission Spectrum

Figure 4 shows two nitrogen plasmajet spectra over the
same spectral region but at different distances above the nozzle.
The upper curve corresponds to a spectrum along a diameter 3/8"
above the nozzle; the lower curve corresponds to a spectrum
along a diameter 3/4" above the nozfle. The lower spectrum con-
silts mainly of several bands of N most prominenlly the
N o(0,0) and N +(l,l) bands at 391M.f R and 3884.3 i respective-
1. 'Immediatily to the r ght of the N0 (1,1) band head the
rotational lines of the N2 (O,O) band cin clearly be seen.

NITROGEN

o _. •3/ obove nozzle ,m

Fig. 4. Spectra of a nitrogen plasma, at different points on
the plasma axis.
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The structure extending from th$ No+(O,1) band head at 4278.1 R to
about 4000 X is a mixture of N2 bind heads, rotational lines and
atomic lines of nitrogen. In the upper spectrum, the atomio lines
are considertbly stronger relative to the molecular N2 bands.
Here, the N system is obscured by the appearance of two unidenti-
fied band hads.

Several spectra were obtained at 3/8" above the axis
along parallel chords at increments of 0.01' from a diameter. Ex-
amination of these spectra showed that as one moves from the axis
toward the boundary, ths intensities of the atomic lines decrease
and the intensity of N increases until near the boundary the
spectrum appears very gimilar to that of Fig. 4 at 3/4" above the
nozzle. These variations of radiating species obviously corres-
pond to large axial and radial temperature gradients.

Figure 5 is a tracing of a section of the N +(O,o) spec-
trum at a position 3/4" from the nozzle. The separation of the
rotational lines is about 3 R, which is somewhat less than could
accurately be determined by means of the wavelength calibration
curve ýf the monochromator. To assure positive identification of
the N rgtational lines, an argon plasma spectruM was superposed
on thi N spectrum, and the 3850.6 X and 3780.8X argon lines
were useg as calibration points. Compfrison of these wavelengths
with the calculated positions of the N rotational lines allowed
rotational quantum numbers to be assigged.

Fig. 5. N + spectrum, measured in a nitrogen plasmajet. The
c&ntinuous spectrum in the lower part of the figure is
the strip lamp emission.

14



The spectrum of an air plasma along a diameter 3/8"
from the nozzle Ps similar to that of a nitrogen plasma at the
same point. N is very weak relative to the lines of atomic
nitrogen, and iR this case, of atomic oxygen. Many operating
difficulties make the air plasma much more difficult to study
than the nitrogen plasma. A secondary arc strikes from the
plasma to the nozrle, causing rapid erosion. The arc rotates
erratically about the central plasma, making off-axis feasure-
ments optically "noisy".

3. Absorption Studies.

A continuous source was placed behind each plasma in
an attempt to obtain an absorption spectrum. However, none of
the plasmas exhibited either line or continuum absorption spectra
in the visible region. A more sensitive check for absorption
was performed by reflecting an image of the plasma back on the
plasma itself (Q). The results confirmed that the plasmas
studied are optically thin in the visible region.

C. Infrared Region (0.65 - 2.0-u)

The infrared spectra observed are extensions of the
visible spectra and, as expected, one sees lines of the neutral
atom. One striking difference between the visible and infrared
regions is the occurrence of absorption spectra in the latter.

The transition from optically thick to optically thin
spectral regions is evident in Fig. 6, which shows infrared emis-
sion and absorption spectra of argon. The upper curve of this
figure is the spectrum of a continuous source behind the plasma-
Jet. The curve lying immediately below the upper curve is the
absorption spectrum of the argon plasma, which consists of a
superposition of atomic lines and continuum. The lowest curve
is the emission spectrum. At 0. 6 5-!A, the absorption continuum
is immeasurably low. Absorption becomes appreciable between
0. 6 5-u and 0.70-u, and increases with increasing wavelength,
reaching a maximum near 1.50-it. From l.70-A to about 0.82-ju
emission and absorption are roughly proportional. At wave-
lengths shorter than 0,82- ', absorption begins to decrease.
The strong line at 0.77-u, for instance, shows less absorption
than lines of similar strength at longer wavelengths. The
line at 0.75-u, shows much less absorption, and the line at 0.74-u
almost none. Figure 7 is a plot of absorptancevs wavelength
(dashed curve), and the ratio of emittance to absorptance
W (T)/•(T) vs wavelength (solid curve). The vertical dotted
line at 0.b75-s corresponds to the minimum wavelength at which
there is measurable absorption, i.e. the point at which absorp-
tance goes to zero. These results were checked by the reflec-
tion method discussed above, in which the spherical mirror in the
source unit was placed so that the plasm was focused back on itself.
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Emissivities calculated by this method for several spectral lines
were 10 - 20% higher than those calculated by using a continuous
source, but the above results are verified: lines of wavelength
less than 0. 6 75-m have immeasurably low emissivities; lines of
wavelength greater than 0. 6 75-u have measurable emissivities.

The argon plasma flame has been described as nearly coni-
cal, 1*" high and about 0.21' in diameter at the base near the
nozzle; therefore a position 0.1" of: ctxis corresponds to the
visible plasma boundary. Absorption measurements were made as far
as two plasma radii from the axis, beyond the visible boundary, and
the absorption was still measurable, indicating the presence of
argon in excited states. This is probably argon which has diffused
out of the plasma. Since the corresponding emission was extremely
low, populations in excited states must be considerably lower here
than in the luminous cone of the plasma.

ARGON

1.O 1.60 1.40 1.20 1.00 W 0. 3 10 .7  0.60

Pig. 6. Emission and absorption spectra of argon.
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Fig. 7. Spectral absorptance and emittance/absorptance ratios
of an argon plasma.

The hydrogen, helium, nitrogen, and air plasmas also
showed measurable absorption in the infrared. Absorption of
those gases will be discussed in the following section.

A continuum was observed in all the infrared spectra
measured. This continuous radiation is due to electron-ion
recombination (free-bound electron transitions) and Bremsstrah-
lung (free-free electron transitions in the field of an ion).
Hence there must be ions present in the plasma. The fact that
no ion spectra were observed indicates that the populations of
excited states of the ions are negligible relative to the popu-
lations of excited states of the neutral atoms. This appears
reasonable, because the first excited states of ions lie oon-
siderably above the ion ground state. For example, the first
excited state of the argon ion lies 13.5 ev above the ground
state.0 From the Saha equation (Sq. 5), onefinds that at
12,0006K the population of Ar II (singly ionized argon) is about
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10% of the total population. _The population of Ar III at this
temperature is of the order 4xlO that of the total population.

SECTION V.

PLASMA TEMPERATURE MEASUREMENTS

A. General

Plasma Jet temperatures were determined by the methods
outlined in Section II. In the spectroradiometric (IMRA) method,
an emission spectrum, absorption spectrum and continuous background
spectrum were obtained. A fourth spectrum, that of the calibrating
strip lamp, was measured also, which enableg r~lative emission to be
converted into spectral radiance (watts cm- ,"-).

hlliilii|il ii I11.1 1 i

13000

12000

|*.*a i u i, 1 p 1 . |. l l
.000 0.0402 002.0406.06.JO

InCHES PROM AXIS

Fig. 8. Lateral temperature distribution in •n argon plasma,
measured by the single-line method.
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When applying the spectrometric methods, the area under a
given spectral line was compared to the area of equal width under
the spectrum of the calibrating strip lamp, to obtain the
radiance of the line.

B. Argon

The 4300 R line is one of the most intense argon lines
for which the transition probability is known, and it was well
resolved in our measurements. The radiance of this line was
measured along various horizontal chords from a diameter to the
outer boundary of the plasma, in increments of 0.01", at three
different heights above the nozzle opening. Temperatures were
calculated from the measured radiances by means of the one-line
method. The results are shown in Fig. 9,where temperatures are
plotted against off-axis position for heights of 7/16", 9/16" and
1" above the nozzle. A plot of temperature vs off-axis distance,
as in Fig. 8, is referred to as a lateral profile. The lower
part of Fig. 8 shows a cross-section of the plasma taken perpen-
dicular to the axis; the chords correspond to the principal ray
of each observation. The intensity of a spectral line measured
along one of these chords contains contributions from all points
along the chord. From Eq. (4), the expression used to convert
radiance to temperature, we see that radiance is a very sensitive
function of temperature; i.e. we should expect a small relative
difference in temperature to correspond to a large relative dif-
ferenRe in radiance. For example, a calculation based on the
4300 X argon line shows that the radiation from a uniform zone
of pla 8 ma at 87800 K is only 1% of that from a uniform zone at
12,000P K. If there is a large temperature gradient along a
given chord, we therefore expect the calculated temperatures to
be weighted strongly toward the highest temperature which exists
along the chord.

In order to determine the experimental error in the one-
line method, temperatures were calculated from several lines for
which the transition probabilities are known. Table I shows the
results of a series of temperature calculations from several lines
of an argon plasma at an on-axis point 3/4" above the nozzle
opening. The transition probabilities for these lines are given
(17) to 20% accuracy; the measurement of the line width might be
in error by 5%. Combining these errors and calculating tempera-
ture limits fEom the 4300 X argon line we get T - 11,050 K,
T - 11,420o K. This result is consistent wiT1nthe experimental
rUdlts shown in Table I.
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TABLE I.

Argon Plasma Temperatures Determined by the One-Line Method

T

4300 noll250°K
4272 11,000
4266 11,370
14259 1i,200

4158 11, 050
4164 11,050

average: 11,210 + 1600K

To check whether the plasmaJ t was radially symmetrical,
the monochromator was set at the 4300 1 argon line, and the rela-
tive emissicn noted at various distances from the plasma axis.
Figure 9 shows a plot of relative emission against distance from
the plasma axis, measured 7/16" above the nozzle opening. Since
the plasma was radially symmetrical, an Abelian integral inversion
could be applied (y) transforming the lateral radiance measure-
ments into radiance as a function of radius. The corresponding
temperatures were calculated, and these temperatures were plotted
versus radial distance from the plasma axis. The results are
shown in Fig. 10, where the data of Fig. 8 are also plotted for
comparison. The data corresponding to the distance 1" from the
nozzle were not inverted. The lines of the argon infrared spec-
trum discussed in Section IV were used to make a series of IMRA
(4) temperature measurements. These temperatures were plotted
against wavelength, as shown in Fig. 11. Temperature is seep to
increase monotonigally with decreasing wavelength, from 2,700'K
at 1.5-': to 8,000 K at 0.7-it. To see why temperature is not con-
stant with changing wavelength, consider Fig. 7 again. If the
temperature and emissivity of the plasma were uniform, the plot of
W (T)/o(T) vs wavelength would be a blackbody curve characteristic
oi the temperature T. It is evident that the solid curve in Fig.
7 is not a blackbody curve, but rather becomes steeper than a black-
body curve with decreasing wavelength. The data in Figs. 7 and 11
are in accord with the existence of a temperature gradient as shown
in Fig. 10.

The relationships shown in Figs. 7, 10, and 11 may per-
haps be bettgr understood if one considers the nature of the Plan~k
function, NX (T). Suppose that the plasma temperature is 12,000 K
at the axis and 8,000 K at the boundary. Figure 12 shows the Planck
function as a function of wavelength for these two temperatures.
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Fig. 9. Intensity profile of argon 4300 R line.

At longer wavelengths, where absorption is high (recall that there
is appreciable absorption outside the luminous cone of the plasma)
much of the radiation from the high temperature zone near the
axis is reabsorbed, hence the radiation reaching the detector
is lowered. As the wavelength decreases, the radiation from
near the axis is rapidly increasing. At wavelengths shorter
than 0.80-1, the absorptance is rapidly going to zero (see Fig.
8) and correspondingly more of the radiation from near the
axis is reaching the detector. Therefore, we should expect the
temperatures measured at shorter wavelengths, which are deter-
mined spectrometrically, to be strongly weighted toward the peak.
A lateral series of such measurements along various chords should
give a good representation of the radial temperature distributions
near the boundary of the luminous portion of the plasmajet, while
an Abelian integral inversion of the lateral profile gives a
better representation near the axis. We should also expect the
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spectroradiometric (INRA) measurement, made at the longer wave-
lengths, to give weighted mean temperatures.

SI 111 I I I I I -l w ,v I Jil I I
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Fig. 10. Lateral and radial temperature distributions in an argon
plasma , measured by the single-line method and by
Abelian integral inversions.
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Fig. 11. IMRA ftemperatures of an argon plasma, measured at7/16" above the nozzle.

2600 1 1 1 1 1

24000

22000

20000

19000-

.2

16 oo- -•*14000-

, 120 o

o

10000-

'4W

OA6 O.8 1.0 L.2 L.4

WAVELENGTH (microns)

Fig. 12. Blaokbody radiance curves.
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C. Nitrogen

Neutral atomic nitrogen and N + were shown in Section
IV to be the constituents contributing ?o the nitrogen plasma
spectrum. As was the case with the argon plasma, there are pro-
nounced radial and axial temperature gradients. As will be shown,
the teWperatures in the nitrogen plasma vary from 6,000 to
11,000 K.

There is considerably more difficulty involved in apply-
ing the one-line method to nitrogen than to argon. For argon,
one need only consider the ionization, from neutral atom to ion at
a given temperature, and this can be calculated from the Saha equa-
tion. The neutral nitrogen molecule, +however, yields neutral
atomic nitrogen, nitrogen ions, and N2 . The task of calculating
the concentration of neutral nitrogen atoms over the temperature
range of the plasma is formidable. For this reason, the one-line
method was not applied to nitrogen. Other spectrometric methods
were used to measure nitrogen plasma temperature. The two-line
method was tried, since it does not require a knowledge of number
density. Temperatures calculated from several pairs of nitrogen
lines differed from one another by an amount considerably greater
than that which could be accounted for as experimental error or
error in the transition probabilities (18). Since the temperature
calculated by this method is critically dependent upon the ratio of
line intensities, the presence of an unresolved line lying under
one of the lines used in the measurement could cause a large error.
A Boltzmann plot, which is the best straight line fit to points
plotted according to Eq. (7) of Section I1, tends to average out
such errors. Figure 13 shows a plot for six nitrogen lines
measured on th 8 plasma axis 3/8" above the nozzle. The tempera-
ture, of 10,750 K shown on the figure was calculated from the slope
of the line. As an independent check of this temperature, the
p. sma was seeded with just enough argon to obtain argon lines of
sufficient intensity t 8 be measured. The resulting one-line"
temperature was 10,930 K, in good agreement with the atomic Boltz-
mann plot.

Recall from Fig. 4 that 3/4" above the nozzle, the N2+
emission appears strong and the atomic nitrogen lines are weak
(too weak to be used for an atomic Boltzmann plot). At 3/8" above
thf nozzle, the atomic lines are strong and the rotational lines of
N are weak. At 9/16" above the nozzle, mqdway between these
points on the axis, both atomic lines and N lines are strong
enough to be used. Figure 14 shows+a molegular Boltzmann plot
made from the rotational lines of N measured 9/16" above the
nozzle opening; the temperature obtained from the slope of the line
is 6,380'K. A Boltzmann plot made from the nitrogen atowic lines
is shown in Fig. 15, and indicates a temperature of 8,950 K. This
plasma was also seeded with argon, from which a one-line
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temperature of 8,960 °K was calculated, again confirming the
atomic Boltzmann plot. 0 If, as it appearf, the temperature near
the axis is about 9,000 K, very little N would exist at thiso
point. If the temperature near t~e boundary were about 6,000 K,
one would expect a much greater N2 concentration there. Looking
across a diameter, one would then see both atomic and molecular
lines each yielding a temperature characteristic of its region.
Evidence that N2 exists at the plasma boundary was cited in
Section IV.
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Fig. 13. Atomic Boltzmann plot for a nitrogen plasma, measured
at 3/8" above the nozzle.
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Fig. 14. Molecular Boltzmann plot for a nitrogen plasma, measured
at 9/611 above the nozzle.

4.0 w w u

3.0

9A 2.0 T o- - 1950*K

2.0

1.0

94 96 98 100 102 104 106
E (NIo-3 cm-1)

Fig. 15. Atomic Boltzmann plot for a nitrogen plasma, measured
at 9/16" above the nozzle.
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IMRA temperatures were measured at several lines of a
nitrogen plasma. Figure 16 shows emission and absorption spectra
from 0.90 - 1.05-u. Temperatures measured by the IMRA method
have been written above each line in Fig. 16. Note that the
temperature increases with decreasing wavelength. The same ex-
planation applies that was given for the similar phenomenon with
argon.

NITROGEN

3270WK

356WR
311S

1.05 1.00 0.95 0.90

Fig. 16. Emission and absorption spectra of a nitrogen plasma,
measured at 3/81' above the nozzle, showing ThEA
temperatures.
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D. Air.

Figure 17 shows emission and absorption spectra of an
air plasma, and the corresponding IMRA temperatures. Because of
experimental difficulties due to secondary arcing, the air plasma
was less suitable for study than nitrogen. However, the two-line
method may be used with much greater sensitivity with air than with
nitrogen, because there are several pairs of oxygen lines for which
the differences In upper energy states are considerable. For ex-
ample, the 6157 X and 3947 X oxygen lines differ by 3.8 ev in
upper energy levels. A calculation from these lines along a
diameter 3/s" above the nozzle gave a temperature of 13,0OOOK.

AIR

324490K

S i I I III

1.35 1.30 1.25 1.20 1.15 1.10 1.05 1.00

X, (Pi)

Fig. 17. Emission and absorption spectra of an air plasma,
measured at 3/8" above the nozzle, showing IMRA
temperatures.
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E. Hydrogen and Helium.

The temperature of a hydrogen plasma was measured using
the one-line method based on the Balmer H line. The peak tem-
perature, determined in this way, was 8,580 K. The average hyd~o-
gen plasma temperature, determined by the ILRA method, was 3,3409K.
The IMRA temperature determined from the 1.0 8 29-u helium line was
3,760VK. These results are tentative, since the hydrogen and
helium plasmas were not studied extensively.

SECTION VI.

CONCLUSION

The principal results obtained in this study are sum-
marized in Table II. Seeding a nitrogen plasmajet with argon
allowed electron-excitation temperatures to be calculated simul-
taneously from argon and nitrogen atomic lines. The close agree-
ment obtained was evidence that we were measuring the kinetic tem-
perature, and provided verification of the one-line argon tempera-
tures. The atomic Boltzmann plots verified the argon one-line
temperatures, both in the nitrogen plasma and the pure argon
plasma. It is noteworthy that the nitrogen temperature deter.nined
from the argon emission line was based on absolute intensity measure-
ments, while the relative intensities of the nitrogen lines (in the
atomic Boltzmann plot) were used to determine nitrogen temperature.
Both measurements are strongly weighted toward the hot core of the
plasmajet, where atomic concentrations are highest and molecular
concentrations lowest. The molecular Boltzmann plot for nitrogen
did not directly verify the single-line measurements, because the
molecular Boltzmann temperature was weighted toward the outer
boundary, where the concentration of dissociated N was highest.
However, the molecular temperature was consistent &ith our expecta-
tion that the coolest portion of the luminous plasma is at the
boundary. (10).

It is quite obvious that plasmaJets are characterized by
large temperature gradients. The spectrometric measurement
methods, which must use optically thin spectral lines, give results
strongly weighted toward the peak temperature. The peak tempera-
ture is usually confined to a small region WI.), and cannot be con-
sidered representative of the plasma as a whiole. If radial sym-
metry exists, and if a lateral emission profile can be measured
for an optically thin line of known transition probability, with
known species concentration, then an Abelian integral inversion
enables one to determine the radial temperature profile, but the
results apparently exclude the effect of the relatively cool,
outermost layer of the plasmajet. The IMRA method gives an
average temperature, which can be weighted more or less toward
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TABLE II.

Summary of Plasma Temperature Measurements by Various Methods

GAS LOCATION METHOD of TWEPERATURE
Distance Temperature Measurement

from Nozzle

Nitrogen 3/8" IMRA (NI lines) 3,1150-3,6900K
Nitrogen 3/8" Molecular Boltzmann plot Molecular lines

too weak

Nitrogen 3/8" Atomic Boltzmann plot 10, 7500 K
Nitrogen 3/8" "One-line" method 10, 9500 K

(Argon seeding)
Nitrogen 9/16" Molecular Boltzmann plot 6,3800 K
Nitrogen 9/16" Atomic Boltzmann plot 8,9500K
Nitrogen 9/16" "One-line" method 8,960°K

(Argon seeding)

Argon 7/16" Radial temperature plota) 11,250 0-14,4000 K
Argon 7/16" Lateral temperature plotb) lO,800°-12,850 0 K
Argon 9/16" Radial temperature plota) 10,7500 -14,000°K
Argon 9/16" Lateral temperature plotb') 9,800°-10,2000 K
Argon i" Lateral temperature plot') 8,100°-lO,IO00K
Argon 7/16" IMRA (Ar I lines) 2,6000 -8,OOO 0 K

Air 3/8" IMRA (NI lines) 2,970 °-3,490°OK
Air 3/8" "Two-line" method 13, OO0°K

(01 lines)

a) Radial plots are based on the one-line method and the corres-
ponding lateral temperature plot through the Abelian inversion
formula.

b) Each point on a lateral temperature plot is calculated by the
one-line method.
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the peak, by Judicious selection of wavelength. The IMRA measure-
ments include the effect of the non-luminous sheath surroundinZ
the visible plasmajet, which is not true of the spectrometric
measurements. Currently available data are insufficient to
evaluate this effect completely. When the inhomogeneous character
of the plasmajet is taken into account, the results shown in Table
II are consistent with each other.

All the methods of temperature measurement used here
are useful tools for exploring the properties of plasmas. Further
study is needed of the proper use of these tools. For this pur-
pose, measurements in an isothermal plasma region are desirable,
so that the measurement conditions will be well-defined and identi-
cal with respect to all the various measurement methods. Such
measurements are planned for the near future.
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APPENDIX. EQUIVALENCE OF THE "ONE-LINE" AND IMRA METHODS OP
TEMPERATURE MEASURUEMDT FOR AN OPTICALLY THIN PLASMA.

Prom the Planck law, the spectral emittance of a black-
body is given by

Ndv 2hc2V3 dv , (1)
exp - -

1
where v = . Let e(v) be the emissivity of the plasma. Then

I C e(v)N dv = 2c 3 (2A ) dv (2)c 2v
exp-t--1

is the spectral emittance of the plasma. This can be written

Iemdv = T-• PVe(v)dv (3)

where

PV = 8-t hcv 3

c2v
exp- -r 1 (4)

According to Kirchhoff's law and Lambert's law, emissivity is
given by

e(v) = l-e-k(v)L (5)

where L is the path length and k(v) is the absorption coefficient.
By definition, a line is optically thin if

0 < C(v) < 0.o0.

which implies that

0 < k(v)L < 0.01005 from the power series expansion
of the exponentTal function in Eq. (5),
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or,

c(9) I k(v)L (6)

for optically thin lines.

From Eq. (3) and Eq. (6) we get

IemdV - 7W PvLk(v)dv (7)

For a spectral line,

En-Em

V nm - he

where En is the energy of the upper state and Em is the energy
of the lower state. With this notation, Eq. m(4 ) and Eq. (7)
can be written

8ithcv 3

onm ('
exp -- T -- -

and

Ie(Vnm)dV - P. P, Lk(vn)dv (7')

For a system in radiative equilibrium, we have

NnAnm + NnBnmPv = NmBnmPv

where N and N are the number densities of atoms in energy states
n and m, respectively, A . is the Einstein coefficient of spon-
taneous emission, B is the Einstein coefficient of induced emis-
sion and Bn is thenmEinstein absorption coefficient.

The net number of transitions from the lower state to
the upper state due to the incident energy P V is

(NmBnm NnBnm)Pv"

so that

NmBn -NBr " A- . (8)
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The integrated absorption coefficient of a spectral line is given
by

Sk(v)dv - (NmBmn - NnBnn)hvnm .(9)

A result equivalent to Eq. (9) has been obtained by Crawford and
Dinsmore (19). The integration of Eq. (71) and substitution of
Eq. (9) in%'• the resulting equation leads to

Iem nm= L(NmBmn - NnBn )hvnm, (10)

where

I~m - I (v)dv

The substitution of Eq. (8) into Eq. (10) results in

rim LhcIem L =L NnAnmvnm

This is Eq. (1) of Section II.
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